
O N E - P I E C E  P A D L O C K  S E A L  ( O P P )

COMMON APPLICATION
Storage cabinets, Totes, Boxes, ATM cassettes, Airline catering carts, Emergency equipment, 

Life vests, Narcotics boxes, Medical cabinets, Drums, First aid boxes, Crash carts,
Utility meters, Zippered bags & pouches.

PRODUCT NAME:    One piece padlock seal (OPP)

STOCK ITEM	 No, only customized orders 					   

DESCRIPTION
This one piece padlock seal is available in two tab sizes - standard & extended.  The extended tab is 
ideal for customers needing additional billboard space for company logo, text and / orf barcoding. 
The seal’s design facilitates easy application and tool-less removal.

FEATURES & BENEFITS

Snap-shut design User friendly & quick to apply				  

Medium strength	 Easy to remove by hand 				  

Sleek design	 Sits flat against application				  

Narrow tip	 Fits through small apertures				  

REMOVAL	 Hand

TECHNICAL DATA

MATERIAL (BODY) PP

OPTIMUM STORAGE	 Boxed, indoors at ambient temperature 70F

STANDARD TAB DIMENSIONS	 1.8” x 0.8”				  

EXTENDED TAB DIMENSIONS	 1.8” x 1.2”				  

INNER DIAMETER	 0.7”				  

I N F O R M A T I O N  S H E E T
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TECHNICAL DATA

HOOK WIDTH	 0.21”				  

HEIGHT OF SEAL (STANDARD)	 In closed position:  1.85”				  

HEIGHT OF SEAL (STANDARD)	 In closed position:  2.25”				  

COLORS AVAILABLE

MOQ’S FOR SPECIAL COLORS Neon 10,000      Pastel 10,000      Other colors 50,000      Special foil colors 50,000

PRINTING & MARKING Only laser marking				  

CUSTOMIZATION Name / logo

INHOUSE DESIGN Our inhouse design capabilty ensures best quality print design and optimum logo
positioning.  *Let us see your artwork and we will decide on optimum placement. 

NUMBERING Sequential numbering 

MAXIMUM NUMBER OF CHARACTERS 8

BARCODE “Barcode only produced with laser marking.
Please refer to our barcode scanning guide attached. 

OPTIMUM COLORS - BARCODE	 White and pastel shades are recommended 				  

MOQ TO CUSTOM MARK	 3,000				  

CUSTOMIZATION OPTIONS	 Standard tab and extended tab				  

MATERIAL GRADE	 Virgin or recyled material.  Virgin HDPE is food grade compliant.

NOTE:  We use standard pantone colors to define our color range.  Computer monitors and 
printers are not calibrated equally so variation in color evaluation or perception may vary 
and the actual color of the product may vary from the pantone color due to the application 
of color in the plastic.  If it is important that color is exact, please request a sample from us, 
before placing your order.  Check www.pantone.com for exact color shades. 

YELLOW - Pantone 7409C

ORANGE - Pantone 1655C

NEON GREEN - Pantone 802C
This color does not give a consistent barcode 
scan. Please consider a different color.

RED - Pantone 186C

BLACK - Pantone N/A

NEON PINK - Pantone 806CNEON YELLOW - Pantone 809C

PASTEL ORANGE - Pantone 157C

LIGHT PURPLE - Pantone 2567C

BRIGHT YELLOW - Pantone 458C

PASTEL YELLOW - Pantone 616C

WHITE - N/A MEDIUM BLUE - Pantone 2727C

PASTEL PINK - Pantone Magenta        	
	            0521C

NEON ORANGE - Pantone 803C

LIGHT BLUE - Pantone 543CPASTEL GREEN - Pantone 2253C

BLUE - Pantone 2728C
This color does not give a consistent barcode 
scan. Please consider a different color.

GREEN - Pantone 3425C
This color does not give a consistent barcode 
scan. Please consider a different color.
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Cambridge Security Seals LLC  •  One Cambridge Plaza, Pomona, NY 10970
   845 520 4111        845 290 0676         info@cambridgeseals.com        

www.cambridgeseals.com

PACKAGING

PACKAGING, BAGGING & LABELLING Custom packaging & labelling for high volume orders, at additional cost 

PACKING 10 seals / strip, 1,000 seals / box 			 

BOX WEIGHT 5lbs

BOX DIMENSIONS 15 x 13 x 5”			 

BOXES PER PALLET 90

LEAD TIME STOCK N/A

LEAD TIME CUSTOM Please engage with customer service as this depends on production schedules at time 
of ordering	
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